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INDUSTRIAL CONTROL EQUIPMENT ©

LINE INPUT RATING 120 VAC +10% —15%

50/60 HZ SINGLE PHASE. THIS UNIT MUST BE
ENCLOSED. USE NEC CLASS 1 WIRING RATED
60C/75C. USE 14-20 GA COPPER ONLY FOR LINE
AND LOAD CONNECTIONS. TORQUE TERMINALS

TO 5 IN. LB. REPLACE FUSE WITH TYPE 3AG FAST
ACTING 3 AMP 25@ V ONLY. FAILURE TO COMPLY

LINE VOLTAGE ;
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4 thru 10 channel boards
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QUTPUTS (300 VA MAX)
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22 & 32 channel board


	NEW!

Series DCT600
Timer Controller
 With
 Universal Power Supply



Dwyer Instruments, Inc., the preferred source for your complete range of practical and affordable instrumentation, has just released the NEW SERIES DCT600 DUST COLLECTOR TIMER CONTROLLER. 


The Series DCT600 is the ideal solution for dust collection and pneumatic conveying control systems.  Relying on one timer board for on demand or continuous cleaning applications, the DCT600 accepts 85 to 270 VAC power.  The enhanced circuitry of the DCT600 synchronizes the on-time pulse to the power line to achieve a pulse stability of +/-1 millisecond which will accommodate the most demanding cleaning control applications.  The DCT600 is available in 4,6,10, 22 or 32 channels with field-selectable last channel output.   

Complete details are available on our website @ http://www.dwyer-inst.com/htdocs/pressure/SeriesDCT600Price.cfm
Dwyer Instruments, Inc.

P.O. Box 373
Michigan City, Ind., 46361
Phone: (800) 872-9141 or (219) 879-8000
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